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Amendments to The Claims 

This listing of claims will replace all versions, and listings, of claims in the 
application. 




1 . (Currently Amended) A method for controlling a motorized system comprising: 
measuring an attribute of the motorized system, the attribute comprises at least 

one of vibration, speed, temperature, pressure, and current in the motorized system; 

diagnosing a health of the motorized system based on the measured attribute; 

providing a diagnostics signal based on the diagnosed health; 

prognosing a state of the of the motorized system based at least in part on the at 
least one sensed attribute and/or the diagnosed state: as*d 

providing a control signal based at least in part on the diagnosed health and the 
prognose^ state; anfl 

providing a feedback operation to determine whether a yate of component 
degradation has been favorably affected as a result of the control signal . 

2. (Original) The method of claim 1, further comprising operating the motorized 
system according to the diagnostics signal. 

3. (Original) The method of claim 1, further comprising modifying a setpoint of the 
motorized system. 

4. (Original) The method of claim 1, wherein diagnosing the health comprises 
obtaining a frequency spectrum of the measured attribute and analyzing the frequency 
spectrum to detect adverse operating conditions. 
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5. (Original) The method of claim 5, wherein analyzing the frequency spectrum 
comprises analyzing the frequency spectrum to detect faults, component wear and 
component degradation. 

6. (Original) The method of claim 5, wherein measuring the attribute comprises 
measuring an attribute associated with a motorized pump. 

7. (Original) The method of claim 1, wherein measuring the attribute comprises 
measuring an attribute associated with a fan. 

8. (Original) The method of claim 1, wherein measuring the attribute comprises 
measuring an attribute associated with the motorized system selected from the group 
comprising motorized pump, fan, conveyor system, compressor, gear box, motion control 
device, screw pump, mixer, hydraulic machine and pneumatic machine. 

9-11. (Cancelled) 

12. (Original) The method of claim 1, wherein diagnosing the health comprises 
analyzing an amplitude of a first spectral component of a frequency spectrum at a first 
frequency. 

13. (Original) The method of claim 1 , wherein providing the control signal comprises 
providing the control signal to increase cavitation to reduce damage to the motorized 
system. 

14. (Original) The method of claim 1, wherein providing the control signal comprises 
providing the control signal to reduce cavitation to extend an operating lifetime of me 
motorized system. 
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15. (Original) The method of claim 1, wherein providing the control signal comprises 
generating the control signal and transmitting the control signal via a wireless network. 

1 6. (Original) The method of claim 1 , wherein providing the diagnostic signal 
comprises generating the diagnostic signal and transmitting the diagnostic signal via a 
wireless network. 

17. (Original) The method of claim 1 being implemented on a system connected to 
the motorized system via a wireless network. 

1 8. (Original) The method of claim 1 , wherein measuring the attribute comprises 
receiving measurements from at least one sensor. 



19. (Currently Amended) A control system for controlling a motorized system 
comprising: 

means for measuring an attribute of the motorized system, the measured attribute 
comprises at least one of vibration, speed, temperature, pressure, and current in the 
motorized system; 

means for diagnosing a health of the motorized system; 

means for nrognosing a state of the motorized system: 

means for providing a control; aad 

means for providing a diagnostic signa l: and 

means for pe rforming feedback analysis to determine whether component 
degradation has been miti&ated . 

20. (Original) The control system of claim 19, further comprising: 

means for modifying operation of the motorized system based on the diagnostic 

signal. 

2 1 . (Original) The control system of claim 1 9, further comprising: 
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means for modifying operation of the motorized system based on the control 

signal. 

22. (Currently Amended) A system comprising: 
a motorized system; 

a communications link coupled to the motorized system; and 
a control system coupled to the communications link comprising: 

a controller coupled to the communications link adapted to operate the 
motorized system in a controlled fashion; aad 

a diagnostics system coupled to the communications link adapted to 
diagnose the health of the motorized system according to at least one measured attribute 
associated with the motorized system, the measured attribute comprises at least one of 
vibration, speed, temperature, pressure, and current in the motorized system; 

a prognostics syste m coupled to the communications link that provides 
prognoses of future stat es of the motorized system based at least in part on the at least 
one sensed attribute a nd/or the diagnosed health and provides the prognoses to the control 
component: and 

a feedback analysis component that determines whether motorized sy stem 
degradation has been s uccessfully mitigated via action taken bv the control component . 

23. (Cancelled) 

24. (Original) The system of claim 22, wherein the motorized system comprises 
components, devices, subsystems and process controls. 

25. (Original) The system of claim 24, wherein the components comprise bearings, 
the devices comprise a motor, pump and fan, the subsystems comprise a motor-drive- 
pump and process controls comprise a pump fluid control. 
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26. (Original) The system of claim 22, wherein the motorized system comprises a 
motor and a load, and wherein the load comprises at least one of a valve, a pump, a 
conveyor roller, a fan, a compressor, and a gearbox. 

27. (Original) The system of claim 24, wherein the diagnostics system provides a 
diagnostics signal, and wherein the controller provides a control signal. 

28. (Original) The system of claim 27, wherein the diagnostics signal represents 
health of the motorized system and the control signal represents control information for 
the motorized system. 

29. (Original) The system of claim 24, wherein the controller provides a control 
signal, wherein the control signal contains control information for controlling at least one 
of the components, the devices, the subsystems and the process controls. 

30. (Original) The system of claim 22, further comprising at least one sensor coupled 
to the motorized system and the communications link for measuring the at least one 
measured attribute. 

31. (Original) The system of claim 22, wherein the communications link is a wired 
connection. 

32. (Original) The system of claim 22, wherein the communications link is a wireless 
connection. 

33. (Original) The system of claim 22, wherein the communications link is a wireless 
radio frequency system. 

34. (Original) The system of claim 22, wherein the communications link is a wireless 
network. 



6 

PAGE 7/10 * RCVD AT 6/21/2004 5:49:28 PM [Eastern Daylight Time] * SVR:USPTO-EFXRF-1/0* DNiS:8729306 1 CS!D:216 696 8731 1 DURATION (mm-$s):03-14 



* 66/21/2004*16:46 FAX 216 696 87 
09/965,545 



AMIN, & TUROCY LLP. 



01AB121 



12)008 



35. (Original) The system of claim 22, wherein the control system is implemented on 
a computer system. 

36. (Currently Amended) A system to fecilitate controlling a motorized system, 
comprising: 

at least one sensor that senses at least one attribute of the motorized system, the 
attribute comprises at least one of vibration, speed, temperature, pressure, and cunrent in 
the motorized system; 

a diagnostics system that diagnoses a state of the motorized system based at least 
in part on the at least one sensed attribute; 

a prognostic system that makes a prognosis of the motorized system based at least 
in part on the at least one sensed attribute, the diagnosed state, or both; and 

a controller that controls the motorized system based at least in part on the 
diagnosed state; 

the diagnostics system farther performs at least a second diagnosis of the state of 
the motorized syste m after corrective action is taken by the control component to 
determine whether corrective acti on was successful in mitigating degradation of the 
motorized system . 

37. (Original) The system of claim 36, the controller controlling the motorized system 
based at least in part on the prognosis. 

38. (Original) The system of claim 37, the controller automatically adjusting 
operation of the motorized system based at least in part on prognosed fixture states of the 
motorized system. 

39. (Original) The system of claim 36, the prognostic system comprising a non-linear 
training system. 
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40. (Original) The system of claim 36, the prognostic system inferring future 
operating states of the motorized system. 

41 . (Original) The system of claim 36 f the controller automatically adjusting an 
operating state of the motorized system based at least in part on the prognosis. 

42. (Original) The system of claim 36, the controller scheduling preventive 
maintenance for the motorized system based at least in part on the prognosis. 
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